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PRODUCT DESCRIPTION ORDERING
The Y connection with two outputs at 45° is used in HVAC YVL45 500 315
systems for splitting duct sections, both rigid and flexible, with |

Article code

the purpose of achieving an exhaust or supply flow as
Dimension @d1

homogenous as possible. Made of galvanized sheet steel and

equipped with gasket (EPDM). Dimension @d2

DIMENSIONS
@d1 (nom) @d2(nom) M (kg) @d1 (nom) @d2(nom) M (kg)
100 100 0.64 160 125 0.92
125 100 0.71 150 1.06
125 0.85 160 1.19
150 100 0.77 180 100 0.88
125 0.87 125 0.97
150 1.03 150 1.07
160 100 0.83 160 1.13
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DIMENSIONS

@d1 (nom) ©d2(nom) M (kg) @d1 (nom) @d2(nom) M (kg)
180 180 1.31 300 3.39
200 100 0.93 315 3.74

125 1.03 355 4.27
150 1.1 400 160 2.41
160 1.26 180 2.48
180 4.64 200 2.76
200 1.50 250 3.21
250 100 1.21 300 3.60
125 1.30 315 3.91
150 1.38 355 4.66
160 1.44 400 5.41
180 1.58 450 180 3.07
200 1.71 200 3.23
250 2.16 250 3.88
300 125 1.58 300 4.14
150 1.72 315 4.33
160 1.80 355 4,53
180 1.89 400 5.21
200 1.96 450 6.12
250 2.38 500 200 3.81
300 2.70 250 4.26
315 150 1.64 300 4.54
160 1.70 315 5.01
180 1.92 355 4.81
200 2.00 400 5.17
250 2.28 450 5.65
300 2.76 500 6.04
315 3.10 560 250 4.11
355 150 2.71 300 4.33
160 2.22 315 4.49
180 2.37 355 4.65
200 2.45 400 5.21

250 2.92 450 5.67
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DIMENSIONS

@d1(nom) @d2(nom) M (kg) @d1(nom) @d2(nom) M (kg)
560 500 6.16 600 8.51
560 6.82 300 5.19
600 250 4.87 630 315 5.26
300 5.15 355 5.48
315 5.25 400 5.90
355 5.43 450 6.10
400 5.81 500 6.87
450 6.15 560 7.43
500 7.07 600 8.06

560 7.72 630 9.02




